






INCLINEHORIZONTAL

	 				    Horizontal	 Incline 			   8-inch / 20-cm	 10-inch / 25-cm
	  	 Tube	 Horizontal	 Incline	 Distance to	 Distance to 		 No. of	  System	 System	
	 Bin	 Distance	 Distance	 Distance	 Center of Bin	 Center of Bin		 Inter-	 Horsepower	 Horsepower	
	 Diameter	 "A"	 "B"	 "B"	 "C"	 "C"		  mediate	 Requirements*	 Requirements*

	  FT	 M	 INCHES		  MM	 INCHES		  MM	 INCHES		  MM	 INCHES		  MM	 INCHES		  MM	 Wells 	 Horizontal	  Inclined	 Horizontal 	 Inclined	 	

	 15	 4.6	 23.5		  597	 45.5		  1156	 90		  2286	 135.5		  3442	 180		  4572	 1	 3	 5	 5	 5

	 18	 5.5	 23.5	 597	 45.5	 1156	 90	 2286	 153.5	 3899	 198	 5029	 1	 3	 5	 5	 7.5

	 21	 6.4	 23.5	 597	 45.5	 1156	 90	 2286	 171.5	 4356	 216	 5486	 2	 5	 7.5	 7.5	 7.5

	 24	 7.3	 23.5	 597	 45.5	 1156	 90	 2286	 189.5	 4813	 234	 5944	 2	 5	 7.5	 7.5	 10

	 27	 8.2	 23.5	 597	 45.5	 1156	 90	 2286	 207.5	 5271	 252	 6401	 2	 5	 7.5	 7.5	 10

	 30	 9.1	 23.5	 597	 45.5	 1156	 90	 2286	 225.5	 5728	 270	 6858	 2	 5	 7.5	 7.5	 10

	 33	 10.1	 23.5	 597	 45.5	 1156	 90	 2286	 243.5	 6185	 288	 7315	 3	 5	 7.5	 7.5	 10

	 36	 11.0	 23.5	 597	 45.5	 1156	 90	 2286	 261.5	 6642	 306	 7830	 3	 5	 7.5	 10	 15

	 42	 12.8	 23.5	 597	 45.5	 1156	 90	 2286	 297.5	 7557	 342	 8687	 4	 7.5	 10	 10	 15

	 48	 14.6	 29.5	 749	 51.5	 1308	 96	 2438	 339.5	 8623	 384	 9754	 4	 7.5	 10	 10	 15

	 54	 16.5	 29.5	 749	 51.5	 1308	 96	 2438	 375.5	 9538	 420	 10668	 4	 10	 15	 15	 20

	 60	 18.3	 29.5	 749	 51.5	 1308	 96	 2438	 411.5	 10452	 456	 11582	 4	 10	 15	 15	 20
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Model	 Capacity Range (Bushels per Hour)	 (Metric Tons per Hour)

8-inch (203-mm) Auger System	 2,500 - 3,000	 65 - 75
10-inch (254-mm) Auger System	 3,000 - 3,500	 75 - 90with Sweep System engaged

10-inch (254-mm) Auger System	  4,000 - 4,500	 100 -115with Sweep System disengaged 

In the pursuit of LEADERSHIP THROUGH INNOVATION®, Brock reserves the right to change specifications without prior notice.

D I S C H A R G E  D I S T A N C E S 
For All Bin Unloading Configurations

*Electric horsepower requirements are based on 60 Hz motor and whole #2 corn at 15% moisture content.
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