


Chart Recorder

The optional Chart Recorder
: or Printer makes it complete.
CALC-U-DRI -

CHART RECORDER Monitoring without a chart recorder makes sense only if someone is
N there all the time to monitor the moisture readout. To get maximum
benefits from the Moisture Monitor, use DMC's optional chart recorder.

The chart recorder constantly records the grain moisture information
that reads out on the display. This information is recorded in graph
form. One hour's worth of information is recorded on one inch of paper;
so that it can be analyzed and filed for future reference. The Chart
Recorder is available for both the Moisture Monitor and Moisture
Monitor II.

For detailed record keeping the DMC Printer is an excellent option for
the Moisture Monitor. The Printer is not an option for the Moisture
Monitor II.

DMC Chart Recorder

Grain moisture and temperature and other information can be recorded
by programmable time intervals. The printer interval can be from 2 to
30 minutes and is easy to adjust.

Calibration is important

Each location that a sensor is placed needs to be calibrated. Since
augers are different sizes, each site that a sensor is installed is essential-
ly a different environment. DMC makes calibration to a reliable mois-

ture tester a simple operation.

DMC is the industry leader

Thousands of farmers and grain operators have found that DMC's
Calc-U-Dri products have made their lives easier by controlling their

DMC Chart Printer grain dryers or monitoring the moisture of their grain.
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