






Vane Axial Fans - 3450 RPM
Model H.P. Fan Dia. 0.0 1.0 2.0 3.0 4.0 5.0 6.0
AF-12 1 12” 2,200 1,450 700 300
AF-14 1 14” 3,500 2,500 1,350 820
AF-1.5 1.5 18” 5,500 4,330 2,750 1,500
AF-3 3 18” 6,900 6,210 4,830 3,150 1,870
AF-5 5 24” 13,075 12,025 10,750 8,850 6,430
AF-7 7 24” 14,000 12,800 11,500 10,000 7,400 4,800
AF-10 10 24” 15,300 13,810 12,240 10,540 7,580 3,950
AF-158 15 28” 21,500 19,800 18,000 16,000 13,600 10,700 7,000

Heater BTU

FFI fans are engineered for the 
highest level of performance, 
durability, and energy efficiency. 
Each fan is factory tested for  
optimal operation.

Charts: cfm @ static pressure 
in inches.

3500 RPM Centrifugal Fans
Model H.P. Wheel Dia. 0.0 2.0 4.0 6.0 8.0 10.0 12.0 14.0 16.0 18.0 20.0 22.0
CHS-3 3 15” 3,350 2,900 2,450 2,150 1,750 950
CHS-5 5 15” 4,900 4,450 4,000 3,500 2,900 1,500
CHS-7.5 7.5 18” 5,000 4,700 4,500 4,200 3,900 3,700 3,250 2,300
CHS-10 10 18” 7,250 6,900 6,300 5,800 5,450 4,900 4,300 3,000
CHS-15 15 18” 10,100 9,500 9,000 8,400 7,900 7,400 6,600 4,600
CHS-20 20 22” 10,900 10,400 9,850 9,350 8,800 8,100 7,550 6,800 6,500 5,900 4,000
CHS-30 30 22” 14,500 13,750 13,100 12,350 11,500 10,900 10,400 9,800 9,100 8,300 6,000
CHS-40 40 22” 19,000 18,400 17,750 17,125 16,500 15,750 15,000 14,125 13,125 12,000 9,000
CHS-50 50 24” 22,600 21,100 20,500 19,750 19,000 18,400 17,600 16,800 16,000 15,000 13,500 11,500

Inline Centrifugal Fans - 3450 RPM
Model H.P. Wheel Dia. 0.0 1.0 2.0 3.0 4.0 5.0 6.0 7.0 8.0 9.0 10.0 11.0
ILC-1.5 1.5 18” 2,650 2,450 2,300 2,100 1,850 1,500
ILC-318 3 18” 4,550 4,300 4,000 3,750 3,500 3,100 2,700
ILC-324 3 24” 5,000 4,725 4,450 4,200 3,950 3,600 3,200 2,900
ILC-7 7 24” 5,400 5,150 4,900 4,650 4,400 4,100 3,800 3,400
ILC-10 10 28” 6,150 5,950 5,800 5,600 5,450 5,250 5,050 4,850 4,650 4,400 4,200 3,900
ILC-15 15 28” 7,950 7,700 7,500 7,250 7,000 6,800 6,500 6,250 6,000 5,700 5,400

Fan Airflow Ratings

1750 RPM Centrifugal Fans
Model H.P. Wheel Dia. 0.0 1.0 2.0 3.0 4.0 5.0 6.0 7.0 8.0 9.0 10.0 11.0
CF-3 3 24” 6,000 5,500 5,000 4,500 4,000 2,500
CF-5 5 24” 9,500 8,950 7,750 6,750 6,100 5,350

CF-7.5 7.5 24” 12,200 11,600 10,800 10,000 9,100 8,000
CF-10 10 27” 16,050 15,000 14,150 13,300 12,400 11,350 10,000 7,800 3,400
CF-15 15 27” 18,200 17,100 16,250 15,300 14,250 12,700 11,750 11,000 8,750
CF-20 20 30” 23,700 22,850 21,850 20,600 19,550 18,600 17,200 15,850 14,600
CF-25 25 30” 24,000 23,750 22,750 21,750 21,000 20,000 19,000 17,750 16,000 14,000
CF-30 30 33” 28,100 26,900 25,600 24,600 23,600 22,500 21,000 20,100 19,700 17,800 16,000 11,500
CF-40 40 33” 32,750 31,750 30,750 29,750 28,750 27,750 26,750 25,750 24,250 22,750 20,250 15,000
CF-50 50 33” 36,680 35,560 34,440 33,320 32,200 31,080 29,960 28,840 27,160 25,480 22,680 16,800
CF-40* 40 33” 47,400 45,700 43,700 41,200 39,100 37,200 34,400 31,700 29,200
CF-50* 50 33” 48,000 47,500 45,500 43,500 42,000 40,000 38,000 35,500 32,000 28,000

 * = double Inlet Fan
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Farm Fans
We define grain drying.

Centrifugal DownStream Heater BTU Ratings
Model Matching Fan HP Fuel BTU Ranges

CHD-15-LP 10-15 hp Liquid Propane 800,000 to 2,300,000
CHD-15-V 10-15 hp Propane Vapor 800,000 to 2,300,000
CHD-15-N 10-15 hp Natural Gas 800,000 to 2,300,000
CHD-30-LP 20-30 hp Liquid Propane 1,200,000 to 3,300,000
CHD-30-V 20-30 hp Propane Vapor 1,200,000 to 3,300,000
CHD-30-V 20-30 hp Natural Gas 1,200,000 to 3,300,000

CHD-40-LP 40-50 hp Liquid Propane 1,500,000 to 4,200,000
CHD-40-V 40-50 hp Propane Vapor 1,500,000 to 4,200,000
CHD-40-N 40-50 hp Natural Gas 1,500,000 to 4,200,000

Chi-Town UpStream Heater BTU Ratings
Model Matching Fan HP Fuel BTU Ranges

CRH-26VN 5-40 hp Propane Vapor 500,000 to 1,100,000
CRH-26VN 5-40 hp Natural Gas 500,000 to 1,100,000

Vane Axial Heater BTU Ratings
Model Heater Dia. Fuel BTU Ranges

VHS-18 LP 18” Liquid Propane 50,000 to 1,400,000
VHS-18 V* 18” Propane Vapor 50,000 to 1,400,000
VHS-18 N* 18” Natural Gas 50,000 to 1,400,000
VHS-24 LP* 24” Liquid Propane 100,000 to 2,100,000
VHS-24 V* 24” Propane Vapor 100,000 to 2,100,000
VHS-24 N* 24” Natural Gas 100,000 to 2,100,000
VHS-24 LP* 26” Liquid Propane 100,000 to 2,700,000
VHS-26 V* 26” Propane Vapor 100,000 to 2,700,000
VHS-26 N* 26” Natural Gas 100,000 to 2,700,000
VHS-28 LP* 28” Liquid Propane 100,000 to 3,000,000
VHS-28 V* 28” Propane Vapor 100,000 to 3,000,000
VHS-28 N* 28” Natural Gas 100,000 to 3,000,000

High Low Fire ”H” or Modulating Valve ”M” can be added.
May be used Upstream on Centrifugal Fans.
 * = Deluxe model avaliable.

FTF-Series Heater BTU Ratings
Model H.P. Fuel Maximum BTU

FTF-3615 15 36” 4,500,000
FTF-4230 30 42” 8,750,000

FTF-Series Fans - 1760 RPM
Model H.P. Fan Dia. 0.0 1.0 2.0 3.0 4.0 5.0 6.0

FTF-3615 15 36” 26,019 25,200 22,500 17,700 12,800 7,400 2,900
FTF-4230 30 42” 40,629 39,350 36,200 32,100 25,250 19,400 11,500

FTF-Series

Humidistats or thermostats 
available.

Transitions are available to 
connect FFI fans to bins, 
aeration ducts, or concrete 
entrance ways.

All FFI control boxes are 
weather-resistant with  
heavy-duty Start and Stop 
switches. 

FFI uses heavy-duty motors 
to withstand years of use 
in a variety of climates and 
conditions.
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